
Europrofile DIN range

ABLOY® EL614 ELECTROMECHANICAL LOCK
FOR NARROW STILE DOORS



100mA, idle 50mA

MOTOR LOCK ABLOY® EL614
WITH HOOK BOLT

ABLOY® EL614 is a heavy duty motor lock with hook bolt for narrow stile
doors. It provides superior mechanical strength against physical attack.

1...21 secAdjustable delay

22 mm

EL614 is used as high security auxiliary lock e.g. in gates and exterior doors
of industrial premises, shopping centres, business premises etc. The lock is
especially suited for use in sliding doors as it can be installed in door frame
or door leaf.

EL614 can be controlled by a variety of electrical impulse generating
equipment, i.e. card reader, keypad and timer.

The lock is suitable for use with door automatics.

Lock case, control unit, striker plate EA300,
connection plugs, fixing screws, drilling, fitting
and wiring instructions
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TrioVing or other.

TECHNICAL DETAILS

Operating voltage 24VDC ± 15%, stab.

Current norm.

Temperature range -20°C...+60°C
Bolt throw
Backset 25, 35 mm
Forend 25 mm

FINISH

Forend chrome plated, lock body
yellow chrome plated

CYLINDERS

- Europrofile DIN type; ABLOY® DISKLOCK
PRO, ABLOY® PROTEC, ASSA, RUKO,

PACKAGE

DIMENSIONS

APPLICATION



Bolt is withdrawn and thrown by motor. Lock case is connected with a
separate control unit included in the package. Striker plate EA300, with
integral door contact must be used with the lock.

After an opening impulse hook bolt is withdrawn. After door use or delay,
hook bolt is released immediately.

ABLOY® DISKLOCK PRO (D), ABLOY® PROTEC (N)

Single

Double

EUROPROFILE DIN CYLINDERS

CY303D,N

CY304D,N

CY305D,N

Lead coverCable

ACCESSORIES  (Please order separately)FITTINGS

Single w/ thumbturn

Also compatible with other European
DIN type cylinders and fittings.

8810/8811EA214

IKON
e.g S463

Ruko

CY307N

CY308N

CY309N

FUNCTION

COMPATIBILITY CHART FOR CYLINDERS, FITTINGS AND ACCESSORIES

WIRING DIAGRAM

24 VDC ± 15 % STAB
Closed
Open

NO
C

Door contact

Max 6 m

Control unit

Position
of bolt

Door
NC

NC
C
NO

Monitoring:

If magnet striker
plate EA300
is not in use.



The quality and environmental systems
used by Abloy Oy guarantee that
customers can be certain of ABLOY®

quality in every field. We received our
first Quality System Certificate - SFS-
EN ISO 9001 - in 1989. Just eight years
later, Abloy Oy was one of the first com-
panies in Finland to be granted an SFS-
EN-ISO 14001 Environmental System
Certificate.
   Our products are designed and
manufactured not only to provide high
levels of security, but also to be reliable,
user-friendly and aesthetically pleasing.
ABLOY® is your sign for security.

ABLOY® is a registered trademark of Abloy Oy, one of the leading
manufacturers of locks, locking systems and architectural hardware
and the world's leading developer of products in the field of electro-
mechanical lock technology.

The unique ABLOY® detainer disc cylinder mechanism has several
advantages over conventional locking mechanisms. Ever since its invention
in 1907, it has been a symbol of high security and superior performance.

Our range consists of electromechanical locks, cam locks, padlocks, office
furniture locks, rim locks, lock cases, cylinders for different types of mortice
locks, door closers, door automatics and architectural hardware. ABLOY®

locking solutions for every application are available from our world-
wide network of distributors.

Customer-oriented development, combined with our long experience
and extensive security expertise, mean that ABLOY® security solutions
employ the very latest technology to meet your needs.

ABLOY® – the sign for security
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